SECTION A — PERGOLA DETAL

NOTCH GLULAM BEAMS AND BOLT AT
NTERSTECTION TO THE TOP OF EACH COLUMN

2' X 8" JOSTS TO BE NSTALLED WITH CONCEALED
JOIST HANGERS AND CLAD WITH CEDAR

POWDER COATED METAL FLASHNG
TONGUE AND GROOVE CEDAR CELING TO
CONCEAL LGHT FIXTURE WRING

2" X 2" CEDAR BEAMS
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ALLOANANCES TO BE MADE FOR ELECTRICAL,
GAS CONNECTIONS AND ACCESS FOR SERVICE

COUNTER PECES

V4" TMORTAR JONTS

— 2’*6*2—‘ ‘ —]

7 a7 T—TL

N J s a—

O

SCALE NFEET

O

NOTES.
1 ALL DMENSIONS N IMPERIAL UNLESS OTHERWISE NOTED
2. REFER TO ARCHITECTURAL DRAWNGS FOR BULDNG DETALS

S CONTRACTOR SHALL VERFY ALL DIMENSIONS AND GRADES ON SITE

AND REPCRT ANY DISCREPANCES
4, DRAWNGS ARE NOT TO BE SCALED FOR CONSTRUCTION
5. THE CONTRACTOR SHALL BE AWARE OF ALL EXSTING

AND PROPOSED UTLITES

6. ALL EXISTNG TREES TO REMAN TO BE PROTECTED AS
PER ARBORISTS REPORT

7. NO MATERAL SHALL BE STORED WITHN THE DRPLNE OR TPZ OF ANY

EXISTNG TO REMAN TREES

8. ACTUAL TREE SPREAD MAY NOT BE SHOWN ON DRAWNG
9. COPYRGHT OF THS DRAWNG AND DESICN IS RESERVED
BY THE DESIGNER AND SHALL NOT BE USED WITHOUT
CONSENT

10, ALL WORK TO BE CARRED OUT IN COMPLIANCE WITH THE BULDNG CODE

OF ONTARO AND BYLAWS OF THE AUTHORITES
HAVING JURISDICTION

LEGEND.
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